<table>
<thead>
<tr>
<th>Source</th>
<th>Method</th>
<th>Data Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>Jodocy and Stober (2011)</td>
<td>borehole geophysics</td>
<td>well cores</td>
</tr>
<tr>
<td>Bauer et al. (2017)</td>
<td>borehole geophysics</td>
<td>well cores</td>
</tr>
<tr>
<td>Jodocy and Stober (2011)</td>
<td>well cores</td>
<td>well cores</td>
</tr>
<tr>
<td>Jodocy and Stober (2011)</td>
<td>undifferentiated</td>
<td>well cores</td>
</tr>
<tr>
<td>Bär (2012)</td>
<td>samples</td>
<td>well cores</td>
</tr>
<tr>
<td>Bauer et al. (2017)</td>
<td>samples</td>
<td>well cores</td>
</tr>
</tbody>
</table>

**Graphical Representation**

(a) **Porosity (%)**

- Jodocy and Stober (2011)
- Bauer et al. (2017)
- Jodocy and Stober (2011)
- Bär (2012)
- Bauer et al. (2017)

(b) **Permeability [m²]**

- Jodocy and Stober (2011)
- Bauer et al. (2017)
- Stober and Bucher (2014); Stober and Jodocy (2009) - hydraulic well tests
- Jodocy and Stober (2011)
- Bär (2012)

- Values used in models

**Key**

- Pore permeability
- Bulk permeability
- Outlier
- Q1 - 1.5 x IQR
- Q3 + 1.5 x IQR
- 25 % (Q1)
- 75 % (Q3)
- 50 % (Q2)

IQR - Interquartile Range